Spring Plunger

¢ SUPER LONG TYPE )

SPXL (Light Load Type) «
SPXH (Heavy Load Type) &

L

Material : Nose: SK4
Thread: SCM435

Hardness : HRC36 to 40

Surface treatment : Black chromating

\_ Galvanizing )
SPXL SPXH T |
D|L|L| MxP | LoadN (kgf) | Load N (kgf) |CatalogNo.| M ’ag’e
Initial | Final | Initial | Final
125 17.6(1.8) | 39.2(4.0) | 19.6(2.0) | 78.4(8.0) 40
8.0 35 |M16%P2.0|17.6(1.8) |39.2(4.0) | 19.6(2.0) | 78.4(8.0) SPXH 16 60 £%
| = -
0o
200 19.6(2.0) | 49.0(5.0) | 29.4(3.0) |147.0(15.0) % gg
ap
o
’Q Order [Catalog No.|[ M |- s |
SPXL 16 — 50
HWrench for Plunger
/pw R H d D L |Catalog No.| Plunger M
40 3 6 40 5
40 3 6 40 6
I olz 45 4 8 | 45 8
45 4 10 45
ow 10
50 5 12 50 L
“’L 70 8 | 16 | 52 16
80 12 24 62 24
100 15 30 73 30
Material 1 SK4
Hardness : HRC36 to 40 %
Surface treatment “ | Order | Catalog No.|[ ™ |
\_ : Black chromatiry PW 12
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